
MATERIAL SAFETY DATA SHEET NPCA 1-7 

FOR COATINGS. RESINS AND RELATED MATERIALS 

DATE OF PREP. 
1/11/80 I (Approved by U.S. Department of Labor ··Essent•ally Similar" to Form OSHA·20) 

R. 2/22/83 

Section I 
, 

MANUFACTURER'S NAME U. S. Paint, Division of Grow Group, Inc. 

STREETADDRESS 831 S. 21st Street crTY.STATE.ANDZIPCODE St. Louis, Missouri 63103 

EMERGENCY TELEPHONE NO. 
P /'IGD W ~·~~ T'f . .n; t!LAs.5 _I_ 

INFORMATION TELEPHONE NO. (314) 621-0525 

PRODUCTCLASS Modified Aluminum Pigment MANUFACTURERS CODE IDENTIFICATION 73011 

TRADENAME · ALUMIGRIP~R-, Cordovan GOld Metallic Powder 115093 

Section II- HAZARDOUS INGREDIENTS 
Volume TLV VAPOR INGREDIENT PERCENT LEL 

PRES~RE PPM mgtM• in rom g 
:! ':' :j~ 

•. 20°C ···. l 

Surface Treated 100 N.A. --- --- ---
... . ·- .. Aluminum Pigment 

~ 

._ 

--

--
*Co-React G3003 (9263) and G3004 (92-C-22B 1 to 1 b volillne in dry 
pigment and mix completely. 

Section Ill- PHYSICAL DATA 
BOILING RANGE NONE . VAPOR DENSITY [J[J HEAVIER. D LIGHTER. THAN AIR 

EVAPORATION RATE D FASTER 0 SLOWER. THAN ETHER PERCENT VOLATILE.. A 
BYVOLUME N. • 

WEIGHT PER 
GALLON 40.0 

Section IV- FIRE AND EXPLOSION HAZARD DATA 
Combustible Liquid 

FLAMMABILITY CLASSIFICATION 
Flammable Liquid 

EXTING~~~gffiiRable 

l00°F - 200°F 0 
20°F - l00°F. 0 

0 
Dry Chemical or Foam 

FLASH POINT NONE 

UNUSUAL FIRE AND EXPLOSION HAZARDS Do not expose to spark or open flame 

SPECIAL FIRE FIGHTING_PROCEOURES 

LEL N.A. 

"This material does not contain intentionally added ingredients which are based on compounds of 

Antimony, Arsenic, Cadmium, Lead, Mercury, Selenium, or Water Soluble Barium." ., 

BOE-CS-0189893 



Section V- HEALTH HAZARD DATA 

THRESHOLD LIMIT VALUE N .A. 
EFFECTS OF OVEREXPOSURE 

ACUTE 

CHRONIC ~ 

EMERGENCY AND FIRST AID PROCEDURES 

Section VI - REACTIVITY DATA. 

STABILITY D UNSTABLE TJO STABLE 

INCOMPATABILITY (Materials to avoid) 

coNDITIONSTOAVOID Excess heat or oxidizing material 

HAZARDOUS DECOMPOSITION PRODUCTS 

HAZARDOUS POLYMERIZATION 0 MAY OCCUR rn WILL NOT OCCUR 

CONDITIONS TO AVOID 

Section VII -SPILL OR LEAK PROCEDURES 
STEPS TO BETAKEN IN CASE MATERIALIS RELEASED OR SPILLED Attected area Should be treated With an absorbing 

compound and then material placed in a tightly closed container. 

wASTEDISPOSALMETHOD In accordance with local, state, and federal environmental control regulations. 

Section VIII- SPECIAL PROTECTION INFORMATION 
RESPIRATORY PROTECTION 

VENTILATION 

PROTECTIVE GLOVES Rubber or Plastic 
EYE PROTECTION Goggles 
OTHER PROTECTIVE EQUIPMENT 

.. ·• 

Section IK- SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING 

DOL STORAGE CATEGORY 

OTHER PRECAUTIONS 

FOR PROFESSIONAL USE ONLY --- -------
~----------------------------------------------------------------------------------------------------~ 
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